
 

 

 

 
 

   Distribution Boxes & Cabinets 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Pair Box Range 

30 Pair Box 50 Pair Box 

  
100 Pair Box 680 Pair Cabinet 

 
 

 

 

 

 

 

 

 

 

 

 

 

Distribution Boxes are used in a variety of voice/telecommunication 
applications. 
 
We offer boxes ranging from 30 pairs to 100 pairs, and cabinets 
ranging from 340 pairs to 1020 pairs. 
 
All boxes and cabinets can be used for indoor and outdoor 
applications and can be made an IP specification is required. 

Features & Benefits 
 Essential in the distribution of voice and 

telecommunication systems and installations 

 Suitable for indoor and outdoor use 

 Boxes ranging from 30 pairs to 100 pairs 

 Cabinets ranging from 380 pairs to 1020 pairs 

 IP rating if required 



 

 

 

 
 

   Distribution Boxes & Cabinets 
 

Ordering Information 
Using the available configurations amend/create a part number using the formula below. 

Linxcom Enclosure Type 

Linxcom LXM Distribution Box (Up to100 pairs 
only) 

Distribution Cabinet 

CDB 
 
CDC 

    

LXM OD CDB 50P 
    

Indoor/Outdoor Pairs 

Indoor (30, 50 or 100 pairs only) 
Outdoor 

ID 
OD 

30 
50 

100 
340 
680 

1020 

30P 
50P 
100P 
340P 
680P 
1020P 

Example: LXMODCDB50P - 50 Pair Outdoor Distribution Box 

 

 

 

 

 


